
Possible applications include :

Shutter stopper with adjustable composite
end stop - Bergere head

Wooden swing
shutters

PVC and aluminum
swing shutters

External thermal
insulation

Features
- Adjustable end stop Delivered without tools and 
non-assembled

Tip
- Fastening elements suitable for stoppers to order separately : 
dowel made of composite and sealing sieve.

Products to be ordered from : 
BURGAUD SAS 147, rue des Paludiers Z.I. des Mares 85270 SAINT-HILAIRE-DE-RIEZ 
email :  commande@tirard-burgaud.com

Reference available on the next page >AG00000105



Possible applications include :

Wooden swing
shutters

PVC and aluminum
swing shutters

External thermal
insulation

Shutter stopper with adjustable composite
end stop - Bergere head

GENCOD Condit.
Référence L1 L2 Adjustment Finishing stage Délai j3565920 par

5AR16009 140 60 15 to 35 black 18567 3 50 14

5AR17009 140 60 15 to 35 white 18568 0 50 14

5AR16010 190 80 15 to 65 black 18569 7 50 14

5AR17010 190 80 15 to 65 white 18570 3 50 14

5AR16011 230 70 15 to 110 black 18571 0 50 14

5AR17011 230 70 15 to 110 white 18572 7 50 14

 Multi-RAL : specify your color when placing the order (https://www.couleursral.fr/ral-classic)
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